
508 Adhesive
Useful for prime label pharmaceutical (pill bottles). Good for curved surfaces 
greater  than 1/2” diameter requiring mandrel hold and some reposition time on 
low energy plastics. Glove friendly for pharmaceutical. Resistance to wing-up 
for small diameter applications. 
Service temperature range: -65°F to +200°F  (-54°C to +93°C)

515 Adhesive
An ideal mailing tab adhesive. Good water whitening resistance. Also adheres 
well to low surface energy plastics.  
Service temperature range: -40°F to +250°F  (-40°C to +121°C)

525 Adhesive
General purpose pharmaceutical adhesive. Higher coatweight version of 508.                            
Ideal for rough surfaces. Repositionable on some surfaces.   
Service temperature range: -65°F to +200°F  (-54°C to +93°C)

548S Adhesive
Recycling compatible adhesive. Meets TLMI testing protocol RCA LRP 2v5.  
Heat resistant. Good mandrel hold. Repositionable on some surfaces. 
Service temperature range: -65°F to +200°F  (-54°C to +93°C)

552 Adhesive
A true freezer adhesive that performs in the more difficult blast freeze environ-
ment. Exhibits no mandrel hold.
Service temperature range: -65°F to +120°F  (-54°C to +49°C)

700 Adhesive
General purpose, value priced, paper adhesive. Repositions on many low 
energy plastics. 
Service temperature range: -65°F to +200°F  (-54°C to +93°C)

720 Adhesive
A general purpose, all-temperature, paper adhesive. Exhibits no mandrel hold.
Service temperature range: -65°F to +180°F  (-54°C to +82°C)

747 Adhesive
General purpose and all-temp adhesive for paper labels. 
Service temperature range: -65°F to +200°F  (-54°C to +93°C)

Choose the Best Adhesive for Your Application
Permanent Adhesives
102 Adhesive 
Film adhesive. Water resistant, prime label adhesive with good wet-out and      
balance of reposition time and olefin adhesion. 
Service temperature range: -40°F to +160°F  (-40°C to +71°C)

103 Adhesive
Film adhesive with excellent clarity and fast wet-out. For use with clear film 
prime labels.
Service temperature range: -65°F to +200°F  (-54°C to +93°C)

106 Adhesive
Versatile adhesive that adheres to a wide variety of substrates. Very good 
mandrel hold. 
Service temperature range: -40°F to +175°F  (-40°C to +79°C)

111 Adhesive
Clear, filmic adhesive with excellent water whitening resistance. Works well 
with low energy plastic, squeeze applications and in wet environments.
Service temperature range: -4°F to +257°F  (-20°C to +125°C)

406 Adhesive
Film adhesive designed for use in durable applications. Has high tack and 
excellent adhesion to low energy surfaces. Environmentally-friendly alterna-
tive to solvent adhesives.
Service temperature range: -40°F to +300°F  (-40°C to +149°C)

504 Adhesive
Serves as an economical general purpose paper label adhesive. 
Service temperature range: -40°F to +160°F  (-40°C to +71°C)

506 Adhesive
General purpose adhesive for paper or high energy films. 
Service temperature range: -65°F to +200°F  (-54°C to +93°C)

751 Adhesive
Supports a wide range of paper and film facer applications requiring excel-
lent die-cutting and stripping on wide web converting applications. Good 
mandrel hold. 
Service temperature range: -65°F to +200°F (-54°C to +93°C)

758M Adhesive
Works well with high speed wide web converting especially with direct ther-
mal and thermal transfer applications. Adheres well to corrugated.  
Service temperature range: -65°F to +200°F  (-54°C to +93°C)

760S Adhesive
General purpose recycling compatible adhesive. Adheres to many substrates 
including corrugated. Meets TLMI testing protocol RCA LRP 2v5.
Service temperature range:  -65°F to +200°F (-54°C to +93°C)

770S Adhesive
A cold-temperature adhesive for frozen, refrigerated and shelf-stable foods. 
With certain facers, conforms to the Association of Postconsumer Plastic 
Recyclers’  protocol used by Canadian retailers for recycling PET thermo-
form containers.
Service temperature range: -65° to +180° F (-54° to + 82° C)

853 Adhesive
Best used for weigh scale and children’s stickers.  
Removable on corrugated. Runs clean on press and weigh scales.
Service temperature range: -50°F to +125°F  (-46°C to +52°C)

791 Adhesive
A general-purpose hot melt with a quick tack. Stands up to moisture, and 
adheres securely to low-energy and textured surfaces.

Ag-gressive Adhesive
A stronger hot melt adhesive than 791. Designed for agricultural and other 
outdoor uses. Will also adhere to rougher surfaces.

Powergrip Adhesive
Very strong hot melt. Tough enough for sidewall tire use. Try it on your most 
challenging jobs. With a dry edge for easier converting.
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